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REDUCER
HOSE to NPT

PIPE
PLUGS

STRAIGHT
ADAPTERS

ELBOW
ADAPTERS

CPVC & PVDF

STRAIGHT & ELBOW ADAPTERS
      Pipe to hose 1/2", 3/4" or 1" NPT

PIPE PLUGS
      1/4", 1/2", 3/4" or 1" NPT

CHEMICAL RESISTANT

HIGH TEMPERATURE
       To 250oF (121oC)

MOLDED OF ENGINEERED PLASTICS
   CPVC (Chlorinated Polyvinyl Chloride)
             Provides excellent chemical resistance
              to 205oF (95oC).
   PVDF  (Polyvinylidene Fluoride)
           100% pure, natural color PVDF.
             Provides optimum chemical and solvent
               resistance to 250oF (121oC).

OPTIONAL "O" RING SEAL
       EPDM or Viton
      Eliminates leakage of problem connections.

HOSE ADAPTERS
& PIPE PLUGS

(Note: This is page 1
for Serfilco, Pacer
was removed to file
PA206)



I.D. Hose to NPT
PIPE PLUG

CPVC
PVDF
EPDM
VITON

1" x 1" NPT3/4" x 3/4" NPT5/8" x 1/2" NPT1/4" NPT 3/4" x 1" NPT

-
-

22-0600
22-0691

22-0569
22-0568

22-0570
22-0563

-
-

22-0442
22-0533

REDUCER
I.D. HOSE to NPT

33-1360
33-1665
33-1342
33-1669

33-0212
33-1672
22-0442
22-0533

33-1338
33-1668

33-0712
33-1664

33-0711
33-1663
33-1337
33-1667
33-0211
33-1671

33-0710
33-1662
33-1336
33-1666
33-0866
33-1670

NPT
OPTIONAL "O" RING

I.D. Hose to NPT
ELBOW ADAPTER

CPVC
PVDF

CPVC
PVDF

STRAIGHT ADAPT-
ER

MATERIALDESCRIPTION

33-0856
88-1340

-
-

PRICE CODE NUMBERS

Use this version for full page in catalog.

1" x 1"3/4" x 3/4"1/2" x 1/2"1/4" 3/4" x 1"

REDUCER
I.D. HOSE to NPT

MATERIALDESCRIPTION PRICE CODE NUMBERS

PIPE PLUG
NPT

CPVC
PVDF

EPDM
VITON

-
-

22-0569
22-0568

22-0570
22-0563

-
-

22-0442
22-0533

33-1360
33-1665

33-1342
33-1669

33-0212
33-1672

22-0442
22-0533

33-1338
33-1668

33-0712
33-1664

33-0711
33-1663

33-1337
33-1667

33-0211
33-1671

33-0710
33-1662

33-1336
33-1666

33-0866
33-1670

ELBOW ADAPTER
I.D. Hose to NPT

CPVC
PVDF

CPVC
PVDF

STRAIGHT ADAPTER
I.D. Hose to NPT

-
-

33-0856
88-1340

22-0600
22-0691OPTIONAL "O" RING

Fittings are molded in CPVC (chlorinated polyvinyl chlo-
ride) or PVDF (Polyvinylidene fluoride) to provide excellent
chemical resistance over a wide range of acid and alkaline
solutions, even at high temperatures.

Leakage and weeping are no longer problems with molded
fittings that are designed with groove and back-up flange
for use with "O" ring.

CPVC & PVDF MOLDED
Straight & elbow adapters
Pipe plugs
CHEMICAL RESISTANT
HIGH TEMPERATURE
To 250oF (121oC)
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FEB. 1990

FITTINGS



CHEMICAL RESISTANT
STRAINERS
  ECTFE and Polyethylene

STREET ELBOWS
   Polypropylene

NPT and BSP AVAILABLE

damaging pumps and systems.
Female threads for attaching to hose and
pipe adapters.

    STRAINERS keep foreign material from

    STREET ELBOWS for a variety of pump
and piping applications.
Male by female threads.

High Quality Precision Molded

3"2"1-1/2"

PRICE PRICE
PRICE
CODE

NUMBER

PRICE
CODE

NUMBER

PRICE
CODE
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PRICE

DESCRIPTION

HIGH
DENSITY

POLYETHYLENE
STRAINER

ECTFE

NPT

BSP

BSP

BSP

NPT

NPT
POLYPROPYLENE

STREET
ELBOW 58-1366-

40

58-0753-
40

-

-

99-1029

99-0743-1

58-1368-
40

58-0756-
40

58-1339-
91

99-0745

58-1367-
40

58-0752-
40

-

99-1030

-

99-0744-1

    150.00

    $  9.00

        8.00

    $  6.00

      12.00

58-1339-
01

99-1031

        6.00

      60.00

    $  6.00

      60.00

MATERIAL THREAD
STYLE

STRAINERS &
STREET ELBOWS

(page 2 for Serfilco)

LIGHTWEIGHT YET RUGGED

1-1/2", 2" & 3" SIZES



3"2"1-1/2"

PRICE CODE NUMBERS
DESCRIPTION

HIGH
DENSITY

POLYETHYLENE
STRAINER

ECTFE

NPT

BSP

BSP

BSP

NPT

NPT
POLYPROPYLENE

STREET
ELBOW

58-0753-40

-

-

99-1029

99-0743-1

58-1368-40

58-0756-40

58-1339-91

99-0745

58-1367-40

58-0752-40

-

99-1030

-

99-0744-1

58-1339-01

99-1031

58-1366-40

MATERIAL
THREAD
STYLE
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